No. 50 ST
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Single - Split Taper Sprockets - With Hardened Teeth

No. of Diameters Wgt. No. of Diameters Wgt.
Teeth Outside Pitch Lbs. Teeth Outside Pitch Lbs.

50P15H 15 3.320  3.006 1.10 50P31H 3l 6.520 6.178  3.60
50P16H 16 3.520 3.204 1.30 50Q31H 31 6.520 6.178  5.85
50P17H 17 3.720  3.401 1.40 50P32H 32 6720 6.372  3.90
50P18H 18 3.920  3.599 1.60 50Q32H 32 6.720 6372  6.10
50P19H 19 4.120  3.797 1.80 50P33H 33 6.920 6.575 4.10
50P20H 20 4320 3.995 200 50Q33H 33 6.920 6.575  6.25
50P21H 21 4.520 4.194 210 50P34H 34 7120 6774 430
50P22H 22 4720 4392 230 50Q34H 34 7120 6774  6.55
50P23H 23 4920 4.590  2.40 50P35H & 7320 6972 435
50Q23H 23 4920 4.590  3.40 50Q35H 35 7320 6.972  6.80
50P24H 24 5120 4788  2.50 50P36H 36 7.520 7.171 4.80
50Q24H 24 5120 4788  3.40 50Q36H 36 7.520 7.171 6.85
50P25H 25 5320 4987 260 50Q37 37 7720 7370 7.00
50Q25H 25 5320 4987 3.70 50Q42 42 8720 8363 830
50P26H 26 5520 5185 290 50Q44 44 92.110 8.761 8.60
50Q26H 26 5520 5.185  3.80 50Q45 45 9310 8960  9.00
50P27H 27 5720 5384  3.00 50Q47 47 9710 9357 9.30
50Q27H 27 5720 5384  3.90 50Q48 48 9910 9.556  9.60
50P28H 28 5920 5582  3.20 50Q50 50 10.310 9.954  9.80
50Q28H 28 5920 5582  4.00 50Q56 56 11.500 11.147 1230
50P29H 29 6.120  5.781 3.30 50Q460 60 12300 11.942 13.30
50Q29H 29 6.120  5.781 5.00 50Q70 70 14290 13.931 16.90
50P30H 30 6320 5979  3.50 50Q80 80 16280 15.920 21.10
50Q30H 30 6320 5979  5.60 50Q84 84 17800 16.715 24.30

50Q96 96 19.470 19.102 29.80
*Sprockets with P or Q indicates P1 or Q1 bushings should be used.
P1 max. bore 1-3/4 & Q1 max. bore 2-11/16. ‘ % e 0= 55
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