No. 60 ST

3/4 PITCH, NOMINAL 0.459"
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Single - Split Taper Sprockets - With Hardened Teeth

No. of Diameters Wgt. No. of Diameters Wat.
Teeth Outside Pitch Lbs. Teeth Outside Pitch Lbs.

60P13H 13 3.490 3.134 1.10 60P30H 30 7.590 7.175  5.60
60P14H 14 3.740  3.371 1.20 60Q30H 30 7.590 7.175 7.70
60P15H 15 3.980 3.607 1.60 60Q31H 31 7830 7.413 7.80
60P16H 16 4220 3844 200 60Q32H 32 8.070 7.652  8.30
60P17H 17 4460 4082 220 60Q33H 33 8.300 7.891 8.70
60P18H 18 4700 4319 240 60Q34H 34 8.540 8.129  9.10
60P19H 19 4950 4557 250 60Q35H 35 8.780 8367 9.30
60P20H 20 5190 4794  3.00 60Q36H 36 9.020 8605 9.90
60Q20H 20 5190 4794  3.50 60Q37 37 9260 8844 10.30
60P21H 21 5430 5032 3.00 60Q38 38 9.500 9.082 10.60
60Q21H 21 5430 5032 3.80 60Q39 39 9.740 9.321 11.10
60P22H 22 5670 5270 3.30 60Q40 40 9980 9.559  11.60
60Q22H 22 5.670 5270  4.10 60Q41 41 10220 9.798 11.90
60P23H 23 5910 5508  3.50 60Q42 42 10.460 10.036 12.60
60Q23H 23 5910 5508  4.30 60Q43 43 10.750 10.215 12.90
60P24H 24 6.150 5746  3.90 60Q44 44 10.940 10.513 13.40
60Q24H 24 6.150 5746  4.50 60Q45 45 11.180 10.752 13.90
60P25H 25 6390 5984 430 60Q47 47 11.650 11.229 16.30
60Q25H 25 6390 5984  4.00 60Q48 48 11.890 11.467 16.40
60P26H 26 6.630 6222 430 60Q50 50 12370 11.945 16.90
60Q26H 26 6.630 6222  6.40 60Q54 54 13.330 12899 19.60
60P27H 27 6.870  6.460  4.60 60Q60 60 14730 14331 22.90
60Q27H 27 6.870 6460  6.60 60Q70 70 17.120 16.717 30.90
60P28H 28 7110  6.699  5.00 60Q72 72 17.630 17.194 31.90
60Q28H 28 7110  6.699  6.90 60Q80 80 19.540 19.103 39.10

60P29H 29 7350 6.937 530
60Q2%9H 29 7.350  6.937 7.30
*Sprockets with P or Q indicates P1 or Q1 bushings should be used.
P1 max. bore 1-3/4 & Q1 max. bore 2-11/16. il
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