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1-1/2 PITCH, NOMINAL 0.924"
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Single - Type A

Stock  Wgt.
Bore Lbs.

Single - Type B

No. of Diameters Bore Hub Wgt.
Teeth Outside Pitch  Stock Max Dia. L.T.B. Lbs.

120B9H 9 5020 4386 1 3/8 113/16 3 3/8 2 1/4 530 120A? 1 1/4 3.00
120B10H 10 5520 4854 1 3/8 2 1/4 33/4* 2 1/4 710 120A10 1 1/4 3.80
120B11H 11 6010 5324 1 3/8 2 3/8 3 9/16 2 1/8 7.60 120A11 1 1/4 4.80
120B12H 12 6500 5796 1 3/8 2 3/4 4 1/8 2 1/8 990 120A12 1 1/4 5.80
120B13H 13 6900 6268 1 3/8 3 4 9/16 2 1/4 1240 120A13 1 1/4 6.70
120B14H 14 7470 6741 1 3/8 3 1/4 4 3/4 2 1/4 1440 120A14 1 1/4 8.00
120B15H 15 7960 7215 1 1/4 3 1/4 4 3/4 2 3/8 1670 120A15 1 1/4 9.00
120B16H 16 8.440 7.689 1 1/4 3 1/2 5 1/4 2 3/8 1990 120A16 1 1/4 10.60
120B17H 17 8940 8163 1 1/4 3 1/2 5 1/4 2 3/8 2080 120A17 1 1/4 12.60
120B18H 18 9410 8638 1 1/4 3 1/2 5 1/4 2 3/8 2220 120A18 1 1/4 13.60
120B19H 19 9890 9.113 1 1/4 3 1/2 &5 1/4 2 3/8 2480 120A19 1 1/4 15.10
120B20H 20 10370 9589 1 1/4 3 1/2 5 1/4 2 3/8 2580 120A20 1 1/4 16.90
120B21H 21 10.850 10.064 1 1/4 3 1/2 5 1/4 2 3/8 2670 120A21 1 1/4 18.70
120B22 22 11.330 10.540 1 1/4 3 1/2 5 1/4 2 3/8 2820 120A22 1 1/4 20.00
120B23 23 11810 11.016 1 1/4 3 1/2 5 1/4 2 3/8 3030 120A23 1 1/4 22.10
120B24 24 12290 11492 1 1/4 3 1/2 5 1/4 2 3/8 3210 120A24 1 1/4 24.80
120B25 25 12770 11968 1 1/4 3 1/2 5 1/4 2 3/8 3460 120A25 1 1/4 26.80
120B26 26 13.250 12444 1 1/2 4 6 2 1/2 40.00 120A26 1 1/2 28.30
120B28 28 14.210 13397 1 1/2 4 6 2 1/2 4490 120A28 1 1/2 33.60
120B30 30 15.170 14350 1 1/2 4 6 2 1/2 5020 120A30 1 1/2 39.00
120B32 32 16.130 15303 1 1/2 4 6 2 1/2 56.00 120A32 1 1/2 43.90
120B35 35 17.570 16734 1 1/2 4 6 2 1/2 6240 120A35 1 1/2 52.00
120B36 36 18.050 17211 1 1/2 4 6 2 1/2 66.40 120A36 1 1/2 56.00
120B40 40 19.960 19.118 1 1/2 4 6 2 1/2 8500 120A40 1 1/2 71.00
120B45 45 22350 21.503 1 1/2 4 6 2 1/2 9200 120A45 1 1/2 88.00

120A48 1 1/2 103.00

120A54 1 1/2 140.00

*Has recessed groove in hub for chain clearance. Maximum bores shown will accommodate
standard keyway & setscrew over keyseat. Slightly larger bores are possible with no keyway,
shallow keyway or setscrew at an angle to keyway. All sprockets are one piece construction.
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