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Single - Split Taper Sprockets - With Hardened Teeth

No. of Diameters Wgat. No. of Diameters Wat.
Teeth Outside Pitch  Libs. m Teeth Outside Pitch  Lbs.
120Q11H 11 6.010 5324 480 120R22H 22 11.330 10.540 22.50
120Q12H 12 6.500 5796  6.30 120R23H 23 11.810 11.016 24.80
120Q13H 13 6.990 6268  7.90 120R24H 24 12290 11.492 26.90

120Q14H 14 7.470  6.741 9.10 120R25H 25 12770 11.968 29.80
120Q15H 15 7960 7.215 10.40 120R26H* 26 13.250 12.444  29.80

120R16H 16 8390 7.689 1230 120R27H* 27 13.850 12.862 32.00
120R17H 17 8.880 8.163 13.60 120R28H* 28 14210 13.397 38.30
120R18H 18 9.410 8.638 15.90 120R29H* 29 14800 13.896 41.00
120R19H 19 9890 9.113 16.80 120R30H* 30 15.170 14.350 43.40
120R20H 20 10.370  9.589  18.80 120R32* 32 16.130 15.303 49.40
120R21H 21 10.850 10.064 21.00 120R36* 36 18.050 17.211 72.00

Sprockets with Q or Rindicates Q1 & R1bushings should be used,
Q1 max. bore 2-11/16 & R1 max. bore 3-3/4.
*Indicates that bushings are reversed when assembled.
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