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Conveyor Sprockets Cast

No. of Pitch . Plate Hub Wgt.
Part No. R h & Finish B
artio Teeth Diameter ough & Finish Bores Thickness Dia. LT.B. Lbs.

C55 Chains, 1.631" Pitch

55B07 (steel) 7 3.590 FB 1-1/8 & PB 1-1/8 0.65 2 1/4 1 1/2 5
55C10 10 5.280 3/4 0.70 4 2 9
55C12 12 6.300 3/4 0.70 4 2 10

2.609" Pitch Conveyor Chains

88C06 6 5.220 3/4 0.90 3 2 7
88C07 7 6.010 1 0.90 3 1/2 2 9
88C08 8 6.820 1 0.90 3 1/2 2 12
88C09 9 7.630 1 0.90 5 3 19
88C10 10 8.440 1 0.90 5 1/2 3 22
88C11 11 9.260 1 1/4 0.90 5 1/2 3 26
88C12 12 10.080 1 1/4 0.90 5 1/2 3 28
88C14 14 11.720 1 1/4 0.90 5 1/2 3 32
88CO08-FB 8 6.820 1-1/4,1-3/4, 1-15/16, 2-7/16 0.90 3 1/2 2 11
88C10-FB 10 8.440 1-15/16,2-7/16,2-15/16 0.90 5 1/2 3 20
88C12-FB 12 10.080 2',2-7/16,2-15/16,3-7/16 5 1/2 3 26
88C14-FB 14 11.720 1-15/16, 2-1/4, 2-7/16, 2-3/4, 2-15/16 0.90 5 1/2 3 30
88C16-FB 16 13.370 1-15/16, 2-7/16, 2-3/4, 2-15/16 0.90 5 1/2 3 38
88C19-FB 19 3-7/16,3-15/16 0.90

*Please note 88 Sprockets abov e fit the following chains:
(H78, H78RT, WR78, H74, 81X, C188, S5188, 88K)

Spreader Conveyor Sprockets Cast
g i . Hub .
No. of ,P”Ch Rough & Finish Bores }?Iofe . wat
Teeth Diameter Thickness Dia. LT.B. Lbs.
662 Chains, 1.664" Pitch
662B06-FB 6 4.350 3/4,7/8,1" 0.80 2 1 1/2 2
667 Chains, 2.250" Pitch
667C06 6 4.500 3/4 0.90 3 2 8
667C08 8 5.880 3/4 0.90 3 2 10
667B06-FB 6 4.500 1", 1-1/4 0.90 27/8 13/4 7
667B08-FB 8 5.880 1-1/4,1-3/4, 2" 0.90 2 1/2 2 10
667C08-FB 8 5.880 1-1/4, 090 2 1/2 3
667B09-FB 9 1-1/4,1-1/2,1-3/4, 2" 0.90
662 & 667 c/w Oilite Bushings
662B06OIL 6 4.350 1" c/w oilite bush 0.80 2 1 1/2
667B06OIL ) 4.500 1" c/w oilite bush 0.90 3 2 7
667 & 88 Chain Saver
667C08-FB 8 5.88 1-1/4, 0.9 2 1/2 3 11
667B09-FB 9 1-1/4, 0.9
88B08-FB 8 6.82 1-1/4,1-3/4 0.9 885 2 12
88CO08-FB 8 6.82 1-1/4, 0.9
667 & 88 Idler
667-IDLER 6" 0 6" 1" Plain Bore + 2SS 0.90
88-IDLER 6" 0 6" 1-1/4 Plain Bore + 2SS 0.90 3 1158/16 20

One Source




